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Shenzhen LH Testing Technology Co., Ltd.
106 and 107, building B15, Yintian Industrial Zone, Yantian community, Xixiang street, Bao'an District,

Shenzhen
Tel: +0755-23217660 Email: lihangcert@163.com www.lh-cert.com

Series models:
4W015, 4W016, 4W017, 4W019, 3W232, 4W250, 4W257, 4W261, 4W264, 4W265, 4W270,
3W271, 3W273, 4W274, 4W282, 4W285, 3W302, 4W304, 4W310, 4W319, 4W021, 4W321,
3W323, 4W324, 4W325, 4W326, 4W327, 4W328, 3W329, 4W330, 4W332, 4W333, 4W334,
6W286, 3W305, 3W033, 4R267,  4R301,  4R401,  4R303, 4W350, 3W351, 4W355, 3W356,
4W358, 4W358, 4W359, 4W361, 3W363, 3W364, 4W366, 4W367, 4W368, 4W401, 4W402,
4W403, 4W404, 3W407, 4W408, 4W409, 3W410, 3W412, 4W413, 4W414, 3W417, 4W419,
4
W4125, M11082

W420, 3W422, 3W423, 4W424, 4W425, 4W426, 4W427, 3W034, 3W436, 4W437, 4W400,

Results:
A. EU RoHS Directive 2011/65/EU and its amendment directives on XRF
Test method: With reference to IEC 62321-3-1:2013, Screening by X-ray Fluorescence Spectroscopy (XRF)

Seq.
No. Tested Part(s)

Results

Cd Pb Hg Cr▼
Br▼

PBBs PBDEs
1 Battery chip BL BL BL BL / /

2 Flat cable BL BL BL BL BL BL

3 PE bag BL BL BL BL BL BL

4 Button (black) BL BL BL BL BL BL

5 Plastic raw materials BL BL BL BL BL BL

6 Roller BL BL BL BL BL BL

7 Roller column (black) BL BL BL BL BL BL

8 Battery cover (black) BL BL BL BL BL BL

9 Leather case BL BL BL BL BL BL

10 Lens (GP) BL BL BL BL BL BL

11 PCBA BL BL BL BL BL BL

12 Lower cover BL BL BL BL BL BL

Note:
(1) Results were obtained by XRF for primary screening, and further chemical testing by ICP (for Cd, Pb,

Hg), UV-Vis (for Cr(Ⅵ)) and GC-MS (for PBBs, PBDEs) are recommended to be performed, if the
concentration exceeds the below warning value according to IEC 62321-3-1:2013.






















